
Electrlcal Characteristics

Type

Function

Standard

Utili zation category

Pole

Rated frequency

Rated duty(Ue)

Rated operational current(Ie)

Rated insulation voltage(Ui)

Conventional free air thermal current(Ith)

Conventional enclosed thermal current(Ithe)

Rated short-time withstand current(Icw)

Rated short-circuit making capacity(Icm)

Rated conditional short-circuit current(Icn)

Rated impulse withstand voltage(Uimp)

Overvoltage category

Suitability for isolation

UV resistant

Polarity

Service Life/Cycle Operation

Mechanical

Elactrical

Installation Environment

Ingress protection Enclosure

Ingress protection Switch body

Storage Temperature

Mounting Type

Pollution degree

Suitable environment

Torque:Nm

Cable range:mm

SISO-40MD、 -SISO 40

Isolator,Control

IEC/EN 60947-3, AS 60947.3

DC-PV2/DC-21B

4P

DC

300V, 600V,800V,1000V,1200V≤

10A 16A 25A 32A 40A 50A, , , , ,

1500V

//

32A

1kA,1s

1.7kA

3kA

8.0kV

//

Yes

No polarity, and polarities could be interchang ed“+” “-” .

20000

2000

IP66NW

IP20

-40 85℃~+ ℃

Vertically or horizontally

3

Outdoor Indoor/

1.8-2.0

4mm-16mm
2 2 2

-7-

SUNTREE ELECTRIC CO., LTD
Add:Xinguang Industrial Zone,Liushi Town,Yueqing,Zhejiang,China

TEL:+86-0577-62890205 FAX:+86-577-62890578

Http://www.chinasuntree.com
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Polarity

Suitable environment

No polarity, and polarities could be interchang ed“+” “-” .
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Identification and rating data

66

Yes

SISO-40 MD

N5586SAA-181998-EA TUVRheinland
R

≤600

≤600
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M25x1.5

Before driving

φ5.5mm

:

M5 screw :torque 1.8-2.0Nm.

Mounting Type

Rated cross sectional area,main circuit

Type of conductor

Tightening torque(M5),main circuit

Enclosure(IP66NW)

Switch body(IP20)

Vertically or horizontally

Vertically

Stranded(Flexible)or Rigid(Solid)

Min:1.8Nm;Max:2.0Nm

4.0-16mm
2

Data

installed incorrectly

installed correctly
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13mm

40
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32

Design No.

MD:Din rail mounting

MB:Panel mounting

MC:IP66NW with panel MC4 connector top in and bottom out

MT:IP66NW with cable MC4 connector bottom in and bottom out

No code default to:IP66NW waterproof DC isolator switch

PV

Ie=10A,16 25A, 32A, 40A,50A;

DC-PV2, DC-21B: 1000/1200Vd.c., 32A

A,

1200
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1200V 10A

1200V 32A

1000V 16A

1000V 32A

800V 25A

800V 40A

40A

40A

≤600V 50A

1200V 32A

1000V 32A

800V 40A

40A

Table 1

≤600V≤600V

≤600V


