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MEMBRANDOSE FÜR WERKSFERTIGUNG

Art. -Nr. P765

• Sauberer Abschluss im Sichtbeton durch flexible 
Dichtkante
• Sichere Zugentlastung
• Durch Memantechnik absolut Betondicht
• Werkzeuglose Rohreinführung in Sekundenschnel-
le
• Kein Abschneiden der Rohre mehr nötig
• Schnelles Durchverdrahten durch Ausbrechen der 
Stege
• Anreihbar- Feste Verbindung durch SCS-Technik
• Als Deckendose verwendbar
• Zusatzeinführungen für Kabel
• Senkrechte Einführung der Leerrohre durch Rohr-
einführungen am Ende der Dose möglich

Technische Daten

Produkteigenschaften 
Material Geäuse PP (Polypropylen)

Material Membrane TPE (Thermoplastische Elastomere)

Farbe blau / orange

EAN 4260182064764

Zolltarifnummer 39259080

Abmessungen & Verpackung 

Innendurchmesser 60 mm

Länge 110 mm

Breite 75 mm

Tiefe 95 mm

Form 8-eckig

VPE 50 Stück

VPE UM-Karton 50 Stück

Menge pro Palette 1.200 Stück
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Sonstige Eigenschaften 

Einführungen M25-Rohr 6 Stück

 M32-Rohr 2 Stück

 Kabeleinführungen bis zu 15 mm 8 Stück

Schutzart   IP 30

Hitzebeständigkeit 650°C

mit Gerät

Querschnitt 1,5    2,5   

Leiter 7      6

Klemmen 21    18
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MEMBRANE BOX

Art. -Nr. P765

• Clean finish in exposed concrete due to flexible 
Sealing edge
• Safe strain relief
• Absolutely concrete-tight due to meman techno-
logy
• Toolless pipe insertion in seconds
• No more cutting of the tubes necessary
• Fast through-wiring by breaking out the 
Footbridges
• Stackable - Fixed connection through SCS techno-
logy
• Can be used as ceiling box
• Additional entries for cables
• Vertical insertion of the empty tubes through pipe 
inlets at the end of the can possible

Technical data

Product features 
Material Housing  PP (polypropylene)

Material diaphragm  TPE (thermoplastic elastomers)

Colour  blue / orange

EAN  4260182064764

Customs tariff number 3 9259080

Dimensions & Packaging 

Inner diameter  60 mm

length  110 mm

Width  75 mm

Depth  95 mm

Form  8-angular

PU  50 pieces

VPE UM-carton  50 pieces

Quantity per pallet  1,200 pieces
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Other features 

Inlets  M25 pipe 6 pieces

 M32 pipe 2 pieces

 Cable glands up to 15 mm 8 pieces

Protection class  IP 30

Heat resistance  650°C

with device

Cross section 1,5    2,5   

Manager 7      6

Terminals 21    18


